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The MPX2100 series device is a silicon piezoresistive pressure sensor providing a
highly accurate and linear voltage output — directly proportional to the applied pressure.
The sensor is a single, monolithic silicon diaphragm with the strain gauge and a thin–film
resistor network integrated on–chip. The chip is laser trimmed for precise span and offset
calibration and temperature compensation.

Features
• Temperature Compensated Over 0°C to +85°C
• Easy–to–Use Chip Carrier Package Options
• Available in Absolute, Differential and Gauge Configurations
• Ratiometric to Supply Voltage
• ±0.25% Linearity (MPX2100D)

Application Examples
• Pump/Motor Controllers
• Robotics
• Level Indicators
• Medical Diagnostics
• Pressure Switching
• Barometers
• Altimeters

Figure 1 illustrates a block diagram of the internal circuitry on the stand–alone
pressure sensor chip.

Figure 1. Temperature Compensated Pressure Sensor Schematic
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VOLTAGE OUTPUT versus APPLIED DIFFERENTIAL PRESSURE
The differential voltage output of the sensor is directly proportional to the differential

pressure applied.
The absolute sensor has a built–in reference vacuum. The output voltage will decrease

as vacuum, relative to ambient, is drawn on the pressure (P1) side.
The output voltage of the differential or gauge sensor increases with increasing

pressure applied to the pressure (P1) side relative to the vacuum (P2) side. Similarly,
output voltage increases as increasing vacuum is applied to the vacuum (P2) side
relative to the pressure (P1) side.
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0 to 100 kPa (0 to 14.5 psi)
40 mV FULL SCALE SPAN

(TYPICAL)

UNIBODY PACKAGE

MPX2100AP/GP
CASE 344B

MPX2100ASX/GSX
CASE 344F

MPX2100A/D
CASE 344

MPX2100DP
CASE 344C

PIN NUMBER

1

2

Gnd

+Vout

3

4

VS

–Vout

NOTE:  Pin 1 is noted by the notch in
the lead.

REV 9
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 2 Motorola Sensor Device Data

MAXIMUM RATINGS(NOTE)

Rating Symbol Value Unit

Maximum Pressure (P1 > P2) Pmax 400 kPa

Storage Temperature Tstg –40 to +125 °C

Operating Temperature TA –40 to +125 °C

NOTE: Exposure beyond the specified limits may cause permanent damage or degradation to the device.

OPERATING CHARACTERISTICS (VS = 10 Vdc, TA = 25°C unless otherwise noted, P1 > P2)

Characteristic Symbol Min Typ Max Unit

Pressure Range(1) POP 0 — 100 kPa

Supply Voltage(2) VS — 10 16 Vdc

Supply Current Io — 6.0 — mAdc

Full Scale Span(3) MPX2100A, MPX2100D VFSS 38.5 40 41.5 mV

Offset(4) MPX2100D
MPX2100A Series

Voff –1.0
–2.0

—
—

1.0
2.0

mV

Sensitivity ∆V/∆P — 0.4 — mV/kPa

Linearity(5) MPX2100D Series
MPX2100A Series

—
—

–0.25
–1.0

—
—

0.25
1.0

%VFSS

Pressure Hysteresis(5) (0 to 100 kPa) — — ±0.1 — %VFSS

Temperature Hysteresis(5) (–40°C to +125°C) — — ±0.5 — %VFSS

Temperature Effect on Full Scale Span(5) TCVFSS –1.0 — 1.0 %VFSS

Temperature Effect on Offset(5) TCVoff –1.0 — 1.0 mV

Input Impedance Zin 1000 — 2500 Ω

Output Impedance Zout 1400 — 3000 Ω

Response Time(6) (10% to 90%) tR — 1.0 — ms

Warm–Up — — 20 — ms

Offset Stability(7) — — ±0.5 — %VFSS

NOTES:
1. 1.0 kPa (kiloPascal) equals 0.145 psi.
2. Device is ratiometric within this specified excitation range. Operating the device above the specified excitation range may induce additional

error due to device self–heating.
3. Full Scale Span (VFSS) is defined as the algebraic difference between the output voltage at full rated pressure and the output voltage at the

minimum rated pressure.
4. Offset (Voff) is defined as the output voltage at the minimum rated pressure.
5. Accuracy (error budget) consists of the following:

• Linearity: Output deviation from a straight line relationship with pressure, using end point method, over the specified 
pressure range.

• Temperature Hysteresis: Output deviation at any temperature within the operating temperature range, after the temperature is 
cycled to and from the minimum or maximum operating temperature points, with zero differential pressure 
applied.

• Pressure Hysteresis: Output deviation at any pressure within the specified range, when this pressure is cycled to and from the 
minimum or maximum rated pressure, at 25°C.

• TcSpan: Output deviation at full rated pressure over the temperature range of 0 to 85°C, relative to 25°C.
• TcOffset: Output deviation with minimum rated pressure applied, over the temperature range of 0 to 85°C, relative

to 25°C.
6. Response Time is defined as the time for the incremental change in the output to go from 10% to 90% of its final value when subjected to

a specified step change in pressure.
7. Offset stability is the product’s output deviation when subjected to 1000 hours of Pulsed Pressure, Temperature Cycling with Bias Test.
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LINEARITY
Linearity refers to how well a transducer’s output follows

the equation: Vout = Voff + sensitivity x P over the operating
pressure range. There are two basic methods for calculating
nonlinearity: (1) end point straight line fit (see Figure 2) or (2)
a least squares best line fit. While a least squares fit gives
the “best case” linearity error (lower numerical value), the
calculations required are burdensome.

Conversely, an end point fit will give the “worst case” error
(often more desirable in error budget calculations) and the
calculations are more straightforward for the user. Motorola’s
specified pressure sensor linearities are based on the end
point straight line method measured at the midrange
pressure.

Figure 2. Linearity Specification Comparison
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ON–CHIP TEMPERATURE COMPENSATION and CALIBRATION
Figure 3 shows the output characteristics of the MPX2100

series at 25°C. The output is directly proportional to the
differential pressure and is essentially a straight line.

The effects of temperature on Full Scale Span and Offset
are very small and are shown under Operating Characteris-
tics.

Figure 3. Output versus Pressure Differential

Figure 4. Cross–Sectional Diagrams (Not to Scale)
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Figure 4 illustrates the absolute sensing configuration
(right) and the differential or gauge configuration in the basic
chip carrier (Case 344). A silicone gel isolates the die surface
and wire bonds from the environment, while allowing the
pressure signal to be transmitted to the silicon diaphragm.

The MPX2100 series pressure sensor operating charac-

teristics and internal reliability and qualification tests are
based on use of dry air as the pressure media. Media other
than dry air may have adverse effects on sensor perfor-
mance and long term reliability. Contact the factory for in-
formation regarding media compatibility in your application.
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PRESSURE (P1)/VACUUM (P2) SIDE IDENTIFICATION TABLE

Motorola designates the two sides of the pressure sensor
as the Pressure (P1) side and the Vacuum (P2) side. The
Pressure (P1) side is the side containing the silicone gel
which isolates the die. The differential or gauge sensor is
designed to operate with positive differential pressure

applied, P1 > P2. The absolute sensor is designed for
vacuum applied to P1 side.

The Pressure (P1) side may be identified by using the
table below:

Part Number Case Type Pressure (P1) Side Identifier

MPX2100A MPX2100D 344  Stainless Steel Cap

MPX2100DP 344C Side with Part Marking

MPX2100AP MPX2100GP 344B Side with Port Attached

MPX2100ASX MPX2100GSX 344F Side with Port Attached

ORDERING INFORMATION

MPX2100 series pressure sensors are available in absolute, differential and gauge configurations. Devices are available in
the basic element package or with pressure port fittings which provide printed circuit board mounting ease and barbed hose
pressure connections.

MPX Series

Device Type Options Case Type Order Number Device Marking

Basic Element Absolute, Differential 344  MPX2100A
MPX2100D

MPX2100A
MPX2100D

Ported Elements Differential, Dual Port 344C MPX2100DP MPX2100DP

Absolute, Gauge 344B MPX2100AP
MPX2100GP

MPX2100AP
MPX2100GP

Absolute, Gauge Axial 344F MPX2100ASX
MPX2100GSX

MPX2100A
MPX2100D
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PACKAGE DIMENSIONS
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PACKAGE DIMENSIONS — CONTINUED
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NOTES
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Motorola reserves the right to make changes without further notice to any products herein.  Motorola makes no warranty, representation or guarantee regarding
the suitability of its products for any particular purpose, nor does Motorola assume any liability arising out of the application or use of any product or circuit,
and specifically disclaims any and all liability, including without limitation consequential or incidental damages.  “Typical” parameters can and do vary in different
applications and actual performance may vary over time.  All operating parameters, including “Typicals” must be validated for each customer application by
customer’s technical experts.  Motorola does not convey any license under its patent rights nor the rights of others.  Motorola products are not designed,
intended, or authorized for use as components in systems intended for surgical implant into the body, or other applications intended to support or sustain life,
or for any other application in which the failure of the Motorola product could create a situation where personal injury or death may occur.  Should Buyer purchase
or use Motorola products for any such unintended or unauthorized application, Buyer shall indemnify and hold Motorola and its officers, employees,
subsidiaries, affiliates, and distributors harmless against all claims, costs, damages, and expenses, and reasonable attorney fees arising out of, directly or
indirectly, any claim of personal injury or death associated with such unintended or unauthorized use, even if such claim alleges that Motorola was negligent
regarding the design or manufacture of the part.  Motorola and the Stylized M Logo are registered trademarks of Motorola, Inc.  Motorola, Inc. is an Equal
Opportunity/Affirmative Action Employer.

MOTOROLA and the Stylized M Logo are registered in the US Patent & Trademark Office.  All other product or service names are the property of their respective
owners.

� Motorola, Inc. 2002.

How to reach us:
USA/EUROPE/Locations Not Listed : Motorola Literature Distribution; P.O. Box 5405, Denver, Colorado 80217. 1–303–675–2140 or 1–800–441–2447

JAPAN: Motorola Japan Ltd.; SPS, Technical Information Center, 3–20–1, Minami–Azabu. Minato–ku, Tokyo  106–8573 Japan.  81–3–3440–3569

ASIA/PACIFIC : Motorola Semiconductors H.K. Ltd.; Silicon Harbour Centre, 2 Dai King Street, Tai Po Industrial Estate, Tai Po, N.T., Hong Kong. 852–26668334

Technical Information Center: 1–800–521–6274

HOME PAGE: http://www.motorola.com/semiconductors/

MPX2100/D◊
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 SUNSTAR商斯达实业集团是集研发、生产、工程、销售、代理经销 、技术咨询、信息服务等为一体的高

科技企业，是专业高科技电子产品生产厂家，是具有 10 多年历史的专业电子元器件供应商，是中国最早和

最大的仓储式连锁规模经营大型综合电子零部件代理分销商之一,是一家专业代理和分銷世界各大品牌IC
芯片和電子元器件的连锁经营綜合性国际公司。在香港、北京、深圳、上海、西安、成都等全国主要电子

市场设有直属分公司和产品展示展销窗口门市部专卖店及代理分销商，已在全国范围内建成强大统一的供

货和代理分销网络。 我们专业代理经销、开发生产电子元器件、集成电路、传感器、微波光电元器件、工

控机/DOC/DOM电子盘、专用电路、单片机开发、MCU/DSP/ARM/FPGA软件硬件、二极管、三极管、模

块等，是您可靠的一站式现货配套供应商、方案提供商、部件功能模块开发配套商。专业以现代信息产业

（计算机、通讯及传感器）三大支柱之一的传感器为主营业务，专业经营各类传感器的代理、销售生产、

网络信息、科技图书资料及配套产品设计、工程开发。我们的专业网站——中国传感器科技信息网（全球

传感器数据库） www.SENSOR-IC.COM 服务于全球高科技生产商及贸易商，为企业科技产品开发提供技

术交流平台。欢迎各厂商互通有无、交换信息、交换链接、发布寻求代理信息。欢迎国外高科技传感器、

变送器、执行器、自动控制产品厂商介绍产品到 中国，共同开拓市场。本网站是关于各种传感器-变送器-

仪器仪表及工业自动化大型专业网站,深入到工业控制、系统工程计 测计量、自动化、安防报警、消费电

子等众多领域，把最新的传感器-变送器-仪器仪表买卖信息,最新技术供求,最新采购商,行业动态，发展方

向，最新的技术应用和市场资讯及时的传递给广大科技开发、科学研究、产品设计人员。本网站已成功为

石油、化工、电力、医药、生物、航空、航天、国防、能源、冶金、电子、工业、农业、交通、汽车、矿

山、煤炭、纺织、信息、通信、IT、安防、环保、印刷、科研、气象、仪器仪表等领域从事科学研究、产

品设计、开发、生产制造的科技人员、管理人员 、和采购人员提供满意服务。 我公司专业开发生产、代

理、经销、销售各种传感器、变送器、敏感元器件、开关、执行器、仪器仪表、自动化控制系统： 专门从

事设计、生产、销售各种传感器、变送器、各种测控仪表、热工仪表、现场控制器、计算机控制系统、数

据采集系统、各类环境监控系统、专用控制系统应用软件以及嵌入式系统开发及应用等工作。如热敏电阻、

压敏电阻、温度传感器、温度变送器、湿度传感器、 湿度变送器、气体传感器、 气体变送器、压力传感

器、 压力变送、称重传感器、物（液）位传感器、物（液）位变送器、流量传感器、 流量变送器、电流

（压）传感器、溶氧传感器、霍尔传感器 、图像传感器、超声波传感器、位移传感器、速度传感器、加速

度传感器、扭距传感器、红外传感器、紫外传感器、 火焰传感器、激光传感器、振动传感器、轴角传感器、

光电传感器、接近传感器、干簧管传感器、继电器传感器、微型电泵、磁敏（阻）传感器 、压力开关、接

近开关、光电开关、色标传感器、光纤传感器、齿轮测速传感器、 时间继电器、计数器、计米器、温控仪、

固态继电器、调压模块、电磁铁、电压表、电流表等特殊传感器 。 同时承接传感器应用电路、产品设计

和自动化工程项目。 

更多产品请看本公司产品专用销售网站: 

商斯达中国传感器科技信息网：http://www.sensor-ic.com/

商斯达工控安防网：http://www.pc-ps.net/

商斯达电子 元器件网：http://www.sunstare.com/

商斯达微波光电产品网:HTTP://www.rfoe.net/

商斯达消费电子产品网://www.icasic.com/

商斯达军工产品网:http://www.junpinic.com/

商斯达实业科技产品网://www.sunstars.cn/传感器销售热线： 

    地址：深圳市福田区福华路福庆街鸿图大厦 1602 室 

    电话：0755-83607652 83376489 83376549 83370250   83370251   82500323 

    传真：0755-83376182  （0）13902971329  MSN: SUNS8888@hotmail.com

    邮编：518033   E-mail:szss20@163.com     QQ: 195847376 

    深圳赛格展销部：深圳华强北路赛格电子市场 2583 号 电话：0755-83665529   25059422 

    技术支持: 0755-83394033 13501568376 

欢迎索取免费详细资料、设计指南和光盘 ；产品凡多，未能尽录，欢迎来电查询。 
    北京分公司：北京海淀区知春路 132 号中发电子大厦 3097 号 
               TEL：010-81159046  82615020  13501189838  FAX：010-62543996   
    上海分公司：上海市北京东路 668 号上海賽格电子市场 D125 号  
               TEL：021-28311762  56703037  13701955389  FAX：021-56703037 
    西安分公司：西安高新开发区 20 所(中国电子科技集团导航技术研究所)   
           西安劳动南路 88 号电子商城二楼 D23 号   

            TEL：029-81022619  13072977981  FAX:029-88789382 

SUNSTAR传感与控制 http://www.sensor-ic.com/ TEL:0755-83376549 FAX:0755-83376182 E-MAIL:szss20@163.com

SUNSTAR自动化 http://www.sensor-ic.com/ TEL: 0755-83376489 FAX:0755-83376182 E-MAIL:szss20@163.com
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