
- 1-

S P - 1 C L 3·S P - 1 C L 3 R 2
Photo diodes K O D E N S H I

The SP-1CL3 is a high-sensitivity  photodiode

mounted in a 3ø low-cost ceramic package. The SP-

1CL3R2 photodiode, with daylight filter, is available in

the same package.

F E A T U R E S
•Compact (ø3 m m )

•Wide angular response

•L o w - c o s t

A P P L I C A T I O N S
•Optical counters

•Floppy disc drives

•E n c o d e r s

D I M E N S I O N S (Unit : mm)

R a t i n gS y m b o lI t e m
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( T a = 2 5℃)

*1. For MAX.5 seconds at the position of 2 mm from the package

*2. Color temp.=2856K standard Tungsten lamp 
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( T a = 2 5℃)ELECTRO-OPTICAL CHARACTERISTICS

EV=1,000lx * 2

V=0V, f=1MHz

SP-1CL3  SP-CL3R2
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SUNSTAR传感与控制 http://www.sensor-ic.com/ TEL:0755-83376549 FAX:0755-83376182E-MAIL: szss20@163.com

SUNSTAR自动化 http://www.sensor-ic.com/ TEL: 0755-83376489 FAX:0755-83376182 E-MAIL: szss20@163.com
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S P - 1 C L 3·S P - 1 C L 3 R 2
Photo diodes

Light current Vs.
Forward voltage

Short circuit current Vs.
Illuminance

Dark current Vs.
Ambient temperature

Relative sensitivity Vs.
Wavelength

Dark current Vs.
Reverse voltage

Radiant Pattern

Capacitance between terminals Vs.
Reverse voltage
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