
17www.excelitas.com

MINIATURIzED
DUAL ELEMENT
PYRODETECTORS
FOR MOTION
SENSING
PYD 5131 – Analog Pyro

pYroeleCtriC deteCtors For motion sensing 

PYD 5131 – Analog Pyro

Responsivity, min.
Responsivity, typ.
Match, max.
Noise, max.
Noise, typ.
Source voltage
Field of view, horizontal
Field of view, vertical
Operating voltage

Main Parameter Symbol

Rmin
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Mmax

Nmax

Ntyp

FoV
FoV

PYD 5131

9.0 
12.3 
10

180
75

0.2 ... 1.5
99°
88°

2.0 … 12.0

Unit

kV/W
kV/W

%
µVpp

µVpp

V

V

Remark

f = 1 Hz
f = 1 Hz

0.4…10 Hz / 20° C
0.4…10 Hz / 20° C
47 kΩ / 20° C / 5 V

Unobstructed
Unobstructed
47 kΩ / 20° C

applications

•  Auto light switch

•  Wall switch 

Features and Benefits

•  TO-46 metal housing

All dimensions in mm

product description
This range of pyrodetectors features a miniaturized Dual Element pyro in TO-46 housing.  
The small housing in connection with a reduced element size and spacing provides potential for  
reduced-size optics and thus smaller, more discrete, motion detection unit designs.

SUNSTAR传感与控制 http://www.sensor-ic.com/ TEL:0755-83376549 FAX:0755-83376182E-MAIL: szss20@163.com

SUNSTAR自动化 http://www.sensor-ic.com/ TEL: 0755-83376489 FAX:0755-83376182 E-MAIL: szss20@163.com




