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product description
Excelitas’ P-series linear imager combines the best features of high-sensitivity photodiode array de-
tection and high speed, charge-coupled scanning to offer an uncompromising solution to the increas-
ing demands of advanced imaging applications. These high-performance imagers feature low noise, 
high sensitivity, impressive charge-storage capacity, and lag-free dynamic imaging. The 14 μm  
square contiguous pixels in these imagers reproduce images with minimum information loss and  
artifact generation, while their unique photodiode structure provides excellent blue response extend-
ing below 200 nm in the ultraviolet. These versatile imagers are available in array lengths of 512 to 
4096 elements with either low-cost glass or UV-enhanced fused silica windows.
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typ.

HIGH SPEED
HIGH SENSITIVITY
LINESCAN 
IMAGERS 
FOR MACHINE VISION

  ModuleS and optical receiverS 
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CCD Linear Imagers

Quantum efficiency

Technical Specification

Responsivity (V/mJ/cm2) QE (%)

Wavelength (nm)

250 350 450 550 650 750 850 950 1050

100
90
80
70
60
50
40
30
20
10

0

100
90
80
70
60
50
40
30
20
10

0

QE (right scale) 

 Responsivity (left scale)

applications

• Web inspection

• Mail sorting

• Production measurement

• Position sensing

• Spectroscopy

• High speed document reading 

features and Benefits

•  2500:1 dynamic range

• Ultra-low image lag

• Electronic exposure control

• Antiblooming control

• Square pixels with 100 % fill factor

• Extended spectral range – 200 – 1000 nm

SUNSTAR传感与控制 http://www.sensor-ic.com/ TEL:0755-83376549 FAX:0755-83376182E-MAIL: szss20@163.com

SUNSTAR自动化 http://www.sensor-ic.com/ TEL: 0755-83376489 FAX:0755-83376182 E-MAIL: szss20@163.com




