
 
 
 

 

 

Photocells D 1160, D 1172, W 5560  

Glass encapsulated housing  
 
 

Combustion Control Applications  
 

This Data show two different glass encapsulated photocells  
in various selections.  
 
Operating Temperature Range: -20...+70 °C (non continuous) 
Storage Temperature Range: -20...+80 °C (non continuous) 
*)Operating Temperature Range: -20...+60 °C (non continuous) 
 

Type R10 R100 R01 R05 Vmax Pmax γ 10/100 λpeak 

units KΩ KΩ typ.    MΩ min    MΩ min V mW      typ. nm 

 

D1160 12 1,3...2,5 0,5 0,01 0,03 100 150 0,6 600 

D1160 13 2...6 0,8 0,02 0,09 100 150 0,7 600 
 
 

D1172 12, *) 8...60 2,0 0,5 1,5 50 100 1,1 720 

 
 

W5560 11 0,7...1,5 0,25 0,01 0,03 250 250 0,6 600 

W5560 12 1,0...2,0 0,35 0,02 0,06 250 250 0,65 600 

W5560 13 1,5...6,0 0,6 0,05 0,15 250 250 0,75 600 

W5560 14 5...30 1,5 0,5 1,5 250 250 0,85 600 

 

W 55... D 11... 
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SUNSTAR传感与控制 http://www.sensor-ic.com/ TEL:0755-83376549 FAX:0755-83376182E-MAIL: szss20@163.com
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