
 

Model No. HPM-013 

Power-saving design with low consumption current! 
 

■Features 

・Compact, low profile 16.5mm×10.4mm×3.5mm 

･Low power, operating 3mA Max, Standby 1uA Max. 

･High precision ±2hPa 

 

■Dimensions 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

■ Circuit Diagram 

 

 

 

 

 

 

 

 

 

 

■ Specifications 

 

 

 

 

 

 

 

 

 

 

 

Barometric Pressure Sensor Module  

1 

  

HOKURIKU   *Details are subject to change without notice.   11/30/2010 
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Min. Typ. Max.

Pressure Range 850 - 1050 hPa

Supply Voltage 2.9 3 3.2 V

Current Consumption - 1.2 3 mA

Standby Current 1 µA

Barometric Pressure Output - 2.5 - mV/hPa

Temperature Output - -4.6 - mV/℃

Accuracy - ±2 - hPa
10～30℃ After calculation w ith

approximation

Item
Rating

Unit Remarks

SUNSTAR传感与控制 http://www.sensor-ic.com/ TEL:0755-83376549 FAX:0755-83376182E-MAIL: szss20@163.com

SUNSTAR自动化 http://www.sensor-ic.com/ TEL: 0755-83376489 FAX:0755-83376182 E-MAIL: szss20@163.com




