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Model No HPD-100A-C05 
 

Our pressure sensor which applied piezo-resistive effect on MEMS technology as a core, has been mass-produced 
and shipped more than 40 million pieces since 1993. We have gained high reputation for long-nurtured piezo resistor 
technology as sensor of high performance and high reliability. 
 
■ Outline Dimension 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

■ Basic-specification 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Barometric Pressure Sensor

Recommended 

footprint

Equivalent circuit 

2012.7.30 
  

HOKURIKU * 改良のため予告なく変更する場合があります. 

Maximum Rating
Item Unit Remark

Pressure Type －

Pressure Range kPa
Maximum Drive Current mA
Operating Temperature Range ℃

Storage Temperature Range ℃

Min. Typ. Max.
Rated Pressure 50 ～ 110 kPa
Drive Current - 0.55 - mA
Bridge Resistance 4 5.5 7 kΩ
Offset Voltage 73 79 85 mV at 110kPa
Span Voltage 39 44 49 mV
Pressure Linearity -1 0 1 %FS
Offset Voltage Temperature Characterictics -2 3 8 %FS at 110kPa
Span Voltage Temperature Characterictics -2 2 6 %FS

-40 ～ +150

Item Rating Uinit Remark

Electrical Characteristics  (Icc=0.55mA, Ta=25℃)

Rating
Absolute pressure

25 ～ 300
3

-20 ～ +85

* Specifications are subject to change without notice 

SUNSTAR传感与控制 http://www.sensor-ic.com/ TEL:0755-83376549 FAX:0755-83376182E-MAIL: szss20@163.com

SUNSTAR自动化 http://www.sensor-ic.com/ TEL: 0755-83376489 FAX:0755-83376182 E-MAIL: szss20@163.com




