
 

  Features 

   Small and light weight, low power consumption 

   Reliable, perpetual life 

 

  Dimensions 
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  Model Designation

 

Piezoelectric Sounders
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  Specifications are subject to change without notice. HOKURIKU 

H A S   -  Construction  -  Diameter  -  Frequency  -   Design No.

R: With resonance cavity   W: Lead terminal   2: 2terminal

X: Half resonance cavity    P: Pin terminal      3: 3terminal

01, 02, 03, ......

2 digit in 100Hz

Ex. 2.048kHz=20  350Hz=03

2 digit in mm.

Model No.

Item HAS-RP2-14-41-11 Unit

72 Min.

(3Vp-p,4.096kHzsq.)

 Static capacitance ( 30%,120kHz) 7.3 nF

 Max. input voltage 30 Vp-p

 Weight 0.9 g

 Output sound pressure level (10 cm) dB

Model No. HAS-RP2-14-41-11

Applicable for beep of keyboard, remote control and telephone ringer.

SUNSTAR传感与控制 http://www.sensor-ic.com/ TEL:0755-83376549 FAX:0755-83376182E-MAIL: szss20@163.com

SUNSTAR自动化 http://www.sensor-ic.com/ TEL: 0755-83376489 FAX:0755-83376182 E-MAIL: szss20@163.com




