
HIGH TEMPERATURE MINIATURE RUGGEDIZED GAS TURBINE IS® PRESSURE TRANS DUC ER 
WITH SEPARATE STATIC AND DYNAMIC OUTPUTS

ETL-GTS-190 (M) SERIES             
• Miniature, Robust Construction
• High Temperature
• Acceleration & Vibration Insensitive
• High Bandwidth Amplifi er (150 KHz)
• Patented Leadless Technology
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KULITE SEMICONDUCTOR PRODUCTS, INC.  •  One Willow Tree Road  •  Leonia, New Jersey 07605  •  Tel: 201 461-0900   •  Fax: 201 461-0990  •  http://www.kulite.com
Continuous development and refi nement of our products may result in specifi cation changes without notice - all dimensions nominal. (A)
Note: Custom pressure ranges, accuracies and mechanical confi gurations available.   Dimensions are in inches. Dimensions in parenthesis are in millimeters.

The ETL-GTS-190 is a high temperature extremely rugged transducer ideal for instability measurement 
in gas turbine engine environments. It uses a patented acceleration insensitive leadless sensing 
element that is more than 1000 times less sensitive to vibration than other Kulite transducers. The 
front of the transducer can withstand temperatures of 1025°F (550°C) while the in-line amplifi er 
can be placed in a cooler area. The amplifi er is a special high frequency amplifi er that allows the 
transducer to be used up to 150KHz.

• Separate DC and AC Outputs
• Dynamic and Static Capability
• Excellent Long Term Stability
  Coupled with High Accuracy
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PROTECTIVE BRAIDED SHIELD
OVER CABLE; 4 COND. #30 AWG

.435(11.1)

.148 DIA.
(3.76)

.312
(7.9)
HEX.

“M” SCREEN

.312 DIA.
(7.9)

78.7
(2 METERS)

CONNECTOR BURKLIN 70F 8251
TO MATE WITH BURKLIN 70F 8551
(SUPPLIED BY KULITE)

.140(3.6)

.15
(3.8)

.425(10.8)

.210 DIA.
 (5.3)

“T”

CRUSH RING

N/P "T"
091 A2-FNU23-01

M091 8.x5M

SUNSTAR传感与控制 http://www.sensor-ic.com/ TEL:0755-83376549 FAX:0755-83376182E-MAIL: szss20@163.com

SUNSTAR自动化 http://www.sensor-ic.com/ TEL: 0755-83376489 FAX:0755-83376182 E-MAIL: szss20@163.com




