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STEVEN SEPVEST CORP. 

InGaAs Pin Photodiodes 
 

 
Effect of Temperature on Responsivity 
1.00E+00 

Rise Time/Fall Time vs. Active Area 
1.2 

Dark Current vs. Reverse Voltage 
1E-05 

 

 
1.00E-01 

 

 
1.00E-02 

 
-35˚ C 

25˚ C 

80˚ C 

 
1.0 

 
.8 

 
.6 

 
.4 

 
.2 

 
 
1E-06 

 

 
1E-07 

 
1.00E-03 

800       900     1000    1100    1200    1300    1400    1500    
1600    1700    1800 

Wavelength nm 

 

 
100 200 300 400 500 

Active Area u 

 
1E-08 

0 0.2 0.4 0.6 0.8 1.0 

Reverse Voltage -V 

 

 
 

10-7 

Dark Current vs. Reverse Voltage  
1000 

Capacitance vs. Reverse Voltage  
10000 

Capacitance vs. Reverse Voltage 

 
 

 
 

10-8 

 

 
I - 2 

 

 
 
 
I - 1 

I - 3  
100 

 

 
10 

 
 

 
I - 1 

 

 
 
1000 

 
I - 5 

 

 
10-9 

0 1 2 3 4 5 

Reverse Voltage -V 

1 
0 1 2 3 4 5 

Reverse Voltage -V 

100 
0 0.2 0.4 0.6 0.8 1 

Reverse Voltage -V 

 
 

Dark Current vs. Reverse Voltage 
10 

 

 
1 

 

 
0.1 

 

 
0.01 

 
100 

 
 
 
 

10 

Capacitance vs. Reverse Voltage 
 
 

 
I - .50 

 

 
I - .30 

Capacitance vs. Reverse Voltage 
1 

 

 
 
 

I - .10 

 
I - .05 

 
0 2 4 6 8         10        12        14        16        
18        20 

Reverse Voltage -V 

 
0 2 4 6 8 10 

Reverse Voltage -V 

 
0 5 10 15 20 25 30 35 40 

Reverse Voltage -V 

 
 

0.420 

0.490 

 
 

0.319 
 

0.176 

0.180 

0.110 

0.180 
 

0.060 

 
 
 

 
0.200    

      0.125 0.140 0.145 

 
 
 

0.550 0.360  
0.210 0.210 

 
 
 
 
 
 

TO-8 TO-5 TO-46 TO-46L CERAMIC 

SUNSTAR传感与控制 http://www.sensor-ic.com/ TEL:0755-83376549 FAX:0755-83376182E-MAIL: szss20@163.com

SUNSTAR自动化 http://www.sensor-ic.com/ TEL: 0755-83376489 FAX:0755-83376182 E-MAIL: szss20@163.com



 
STEVEN SEPVEST CORP 

InGaAs Pin Photodiodes 
 

Part Number I-.05 I-.10 I-.30 I-.50 

Active Area um 50 100 300 500 

Responsivity @ 1300nm A/W Min/Typ 0.80/0.90 0.80/0.90 0.80/0.90 0.80/0.90 

1550nm A/W Min/Typ 0.90/0.95 0.90/0.95 0.90/0.95 0.90/0.95 

Dark Current @ 5V nA Max/Typ .07/.03 1.0/.05 5.0/1.0 25/5 

Capacitance @ 5V pF Max/Typ 0.6/0.4 1.2/1.0 8.0/4.0 40@0V 

Bandwidth 50Ω-3dB GHz Min @5V 2.6 2.0 0.7 0.20 

Rise/Fall time RL= 50Ω ns Max @ 5V 0.08 0.1 0.25 0.50 

NEP @ 1550nm W/√Hz Typ 1.0E-15 1.5E-15 5E-15 8E-15 

Storage Temperature °C -40 to 125 -40 to 125 -40 to 125 -40 to 125 

Operating temperature °C -40 to 85 -40 to 85 -40 to 85 -40 to 85 

Reverse Voltage V 25 25 25 20 

Reverse Current mA 1 10 10 10 

Forward Current mA 10 10 10 10 

Package Options * (Note) CH-CE-46-46L CH-CE-46-46L CH-CE-46-46L CH-CE-46-46L 
 

 
Part Number I-1 I-2 I-3 I-5 

Active Diameter mm 1.0 2.0 3.0 5.0 

Responsivity @ 1300nm A/W Min/Typ 0.80/0.90 0.80/0.90 0.80/0.90 0.80/0.90 
 

1550nm A/W Min/Typ 0.90/0.95 0.90/0.95 0.90/0.95 0.90/0.95 

Dark Current nA Max/Min 100/25 @5V 200/50 @5V 500/200 @1V 5000 @0.3V 

C @ 0V pF Max/Min 120/80 500/300 600/100 1500/1000 

C pF Max/Min 50/30 @-5V 150/100@3V 300/250@-2V 3000/2000 

Bandwidth 50Ω-3dB Ghz 40@5V 5.3@0V 4.0@0V 1@0V 

T, RL= 50Ω  ns Typ 5.0@5V 50@0V 100@0V 300@0V 

Res, MΩ Min/Typ 10/50 6/30 2.0/8 0.025/0.050 

NEP @1550 nm W/√Hz Typ .01 .03 .05 .28 

Linear Range (±0.2dB) dBm 10 8 8 8 

Storage Temperature °C -40 to 125 -40 to 125 -40 to 125 -40 to 125 

Operating Temperature °C -40 to 85 -40 to 85 -40 to 85 -40 to 85 

Reverse Voltage V 20 3 2 2 

Reverse Current mA 10 10 10 10 

Forward Current mA 10 10 10 10 

Power Dissipation mW 100 50 50 50 

Package Options * (Note) CH-CE-46-46L CH-CE-5 CH-CE-5 CH-CE-8 

 
NOTE:    * CH = Chip CE = Ceramic Carrier 46 = TO46 Hermetic Package 46L TO46 Hermetic Lens Package 

5 = TO5 Hermetic Package 8 = TO8 Hermetic Package ~ Custom filters, windows and packages are available 
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