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SPECIAL LOW PRESSURE RANGE DIFFERENTIAL SENSOR WITH SPECIAL LOW PRESSURE RANGE DIFFERENTIAL SENSOR WITH SPECIAL LOW PRESSURE RANGE DIFFERENTIAL SENSOR WITH SPECIAL LOW PRESSURE RANGE DIFFERENTIAL SENSOR WITH 

ANALOGUE OUTPUT(single version)ANALOGUE OUTPUT(single version)ANALOGUE OUTPUT(single version)ANALOGUE OUTPUT(single version)    
 

This Smartec differential pressure sensor has an amplified analogue output. 

The sensor is compensated for offset, sensitivity, temperature drift and 

nonlinearity.  

The sensor has a range of 50 mm H
2
O FS and the output is ratiometric to 

the power supply voltage. Other pressure ranges on request ( 0.3 – 100 

PSI). 

 

Electrical CharacteristicsElectrical CharacteristicsElectrical CharacteristicsElectrical Characteristics    
Performance Characteristic at Vcc =5V excitation @ 25 Performance Characteristic at Vcc =5V excitation @ 25 Performance Characteristic at Vcc =5V excitation @ 25 Performance Characteristic at Vcc =5V excitation @ 25 °°°°C. C. C. C.     

 

ParameterParameterParameterParameter            Min        Min        Min        Min    TypTypTypTyp    MaxMaxMaxMax    Units.Units.Units.Units.    

Supply VoltageSupply VoltageSupply VoltageSupply Voltage        4.75    4.75    4.75    4.75    5.005.005.005.00    5.255.255.255.25      V  V  V  V    

Supply CurrentSupply CurrentSupply CurrentSupply Current                        ----      2.02.02.02.0    mAmAmAmA    

Pressure range (fs)Pressure range (fs)Pressure range (fs)Pressure range (fs)                50505050        mmHmmHmmHmmH
2
OOOO    

Zero Output (Dif)Zero Output (Dif)Zero Output (Dif)Zero Output (Dif)    0.320.320.320.32    0.5000.5000.5000.500    0.680.680.680.68    VdcVdcVdcVdc    

Span Output (Dif)Span Output (Dif)Span Output (Dif)Span Output (Dif)    3.83.83.83.8    4.04.04.04.0    4.24.24.24.2    VdcVdcVdcVdc    

Response timeResponse timeResponse timeResponse time      1111        2222    msmsmsms    

Overall accuracyOverall accuracyOverall accuracyOverall accuracy         4.54.54.54.5    %FS%FS%FS%FS    

Pressure ovPressure ovPressure ovPressure overloaderloaderloaderload        3X3X3X3X    ratingratingratingrating    

Temp compensation  Temp compensation  Temp compensation  Temp compensation      0000      50505050    °CCCC    

Operating Temp rangeOperating Temp rangeOperating Temp rangeOperating Temp range    ----10101010      70707070    °CCCC    

Storage temperatureStorage temperatureStorage temperatureStorage temperature    ----40404040      125125125125    °CCCC    

It is advised to place a 100nF capacitor between Vcc and Gnd 

Wetted materials are: Pyrex glass, RTV, Ceramic, Nickel and Silicon  

The output is ratiometric to Vcc 

 

 
 
 
 
 
 
 
 
 
 
   PinPinPinPin    DescriptionDescriptionDescriptionDescription    

Use of N.C. pins will cause malfunctionUse of N.C. pins will cause malfunctionUse of N.C. pins will cause malfunctionUse of N.C. pins will cause malfunction    1111    NCNCNCNC    

Connect between Vss and Vdd a capacitor of 100 nFConnect between Vss and Vdd a capacitor of 100 nFConnect between Vss and Vdd a capacitor of 100 nFConnect between Vss and Vdd a capacitor of 100 nF    2222    GndGndGndGnd    

        3333    OutOutOutOut    

        4444    VccVccVccVcc    

        5 5 5 5 ----  8 8 8 8    NCNCNCNC    

 

 

SUNSTAR传感与控制 http://www.sensor-ic.com/ TEL:0755-83376549 FAX:0755-83376182E-MAIL: szss20@163.com

SUNSTAR自动化 http://www.sensor-ic.com/ TEL: 0755-83376489 FAX:0755-83376182 E-MAIL: szss20@163.com




