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RI-0RI-0RI-0RI-08888 SeriesSeriesSeriesSeries

Ultra-miniature dry-reed switch hermetically sealed in a gas-filled
glass envelope. Single-pole, single-throw (SPST) type, having
normally open contacts, and containing twomagnetically actuated
reeds.

The switch is of the double-ended type and may be actuated
by an electromagnet, a permanentmagnet or a combination
of both.The device is intended for use in relays, sensors,
pulse counters or similar devices.

DimensionDimensionDimensionDimension ForForForFor RI-08RI-08RI-08RI-08 SeriesSeriesSeriesSeries

RRRRI-08I-08I-08I-08 SeriesSeriesSeriesSeries FeaturesFeaturesFeaturesFeatures
◆ Ideal for ATE switching
◆ 20mm glass length
◆ Contact layers: gold, sputtered ruthenium
◆ Superior glass-to-metal seal and blade alignment
◆ Excellent life expectancy and reliability

TechnicalTechnicalTechnicalTechnical SpecificationsSpecificationsSpecificationsSpecifications

ParametersParametersParametersParameters TestTestTestTest ConditionsConditionsConditionsConditions UnitsUnitsUnitsUnits RI-RI-RI-RI-08080808
Contact Form 1A SPST-NO

Contact Material Ru

Max.Contact Rating W 30

Max Switching Voltage V 200VDC

Max Switching Current A 0.5

Max Initialcontact Resistance mΩ 120

Pull In Value AT 10-40

Drop out Volue AT 4

Min Breakdown Voltage VDC/AC 300

Max Contact Capacitance pF 0.4

Min Insulation Resistance mΩ 10
9

Type Resonant Frequency (energization) KHz 3.2

Operation Temperature ℃ -55℃～+120℃
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