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G5LAG5LA G5LEG5LE

G5LA UPS

DC 12V

Company

Type Name G5LE-1-VD DC12 G5LA-1 DC12

Dimension ( L x W x H ) 22.5*16.5*19mm 19.8*15.8*15.8mm

10A 120VAC
8A 30VDC

10A 250VAC(NO)
10A 24VDC(NO)
5A 125VAC(NO/NC)
5A 24VDC(NO/NC)

Max.Switching Voltage 250VAC/ 125VDC
(30VDC when UL/CSA standard is applied)

250VAC 24VDC

Max.Switching Current AC10A, DC8A 10A(NO), 5A(NC)

AC1200VA / DC240W AC2500VA / DC240W(NO)
AC625VA/DC120W(NC)

Insulation Resistance 100MΩ,500VDC 1000MΩ,500VDC

Power Consumption 400mW 360mW

Operating Temp. -25 85 no ice -40 85 no ice

Operating Humid. 5 85% RH 35 85% RH

Others Weight 12g 7.5g

OMRON

Contact Ratings Contact Rating(Resistive)

Max.Switching Power

Insulation

Specification

Endurance and
Enviromental

G5LE-1-VD DC12   VS.  G5LA-1 DC12

2007/20082007/2008 8
DC
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