
Electro Optical Components, Inc.
5464 Skylane Boulevard, Suite D, Santa Rosa, CA 95403

Toll Free: 855-EOC-6300
www.eoc-inc.com  |    info@eoc-inc.com

  - Single Supply Voltage, Analog Voltage Output

  - Measure the UV Index from Sunlight

Applications UV Index Monitoring

Absolute Maximum Ratings

Min. Typ. Max.
Tst -40 90 ℃

Top -30 85 ℃

Electro-Optical Characteristics (at 25 ℃℃℃℃)

Min. Typ. Max.

9 24 V

1.8 5.5 V
IQ 3.3 ㎃

λ 280 400 nm
Vout 0.25 V

T 10 ㎳

Relative Responsivity Output Voltage along UV Index

Parameter Symbol

=

Unit

Spectral Detection Range Erythema Weighting Factor

Output Voltage

Value

  Supply Current

Low Power (Option)
Vcc  Supply Voltage

Response Time
at 1UVI

  Operating Temperature

Remark

DC

 Vout (V) × 4

UV Index (UVI)

RemarkParameter Symbol Unit
Value

  Storage Temperature

Features

Fig1. UV Sensor Probe 

Connection Cable

(5 m)

UV Sensor Probe
GUVB-S11SC-3LWH3

GNF – 722 – 11 (0) Genicom Co., Ltd. A4(210 X 297)mm

SUNSTAR传感与控制 http://www.sensor-ic.com/ TEL:0755-83376549 FAX:0755-83376182 E-MAIL:szss20@163.com

SUNSTAR自动化 http://www.sensor-ic.com/ TEL: 0755-83376489 FAX:0755-83376182 E-MAIL:szss20@163.com
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