
Measuring Window“WIN294” 
compliant with DVGW W294 and ÖNORM M5873 

 
 

Rev. 1.0  page 1
 

Manufacturer: sglux GmbH, Max-Planck-Str. 3, D-12489 Berlin, Tel. +49 30 5301 5211, Fax +49 30 5301 5209 
mail: welcome@sglux.de - web: www.sglux.de - WEEE No. DE 76297302 

 

 
 

WIN294              Measuring window for DVGW and ÖNORM certified drinking water purifiers 
 

   
The measuring window WIN294 is used for plug-in sensors in 
certified equipment for water purification compliant with W294-3 and 
ÖNORM M5873. 
 
The window has a G1” thread for connection to the purifier. The 
sensor is fixed with a consigned union nut.  
 
Specifications are customizable to different purifying system.   
 

 

 

 
 

Specifications 
 

Fixed Specifications Configurable Specifications 

Window  Steel body  

Window material SQ1 Material 1.4404 

Pressure resistance 16bar Length 61,5mm 

Window size 23x5mm Wrench size 32mm 

  Front thread 

Thread for union nut 

G1“ 

G7/8“ 

 

  

 
 

WIN294 is a required accessory for sglux „UV-DVGW“ sensors or other plug-in sensors 
according to DVGW 294-3 and ÖNORM M5873 
 

 UV-DVGW  
 
 

  

 

 

SUNSTAR传感与控制 http://www.sensor-ic.com/ TEL:0755-83376549 FAX:0755-83376182 E-MAIL:szss20@163.com

SUNSTAR自动化 http://www.sensor-ic.com/ TEL: 0755-83376489 FAX:0755-83376182 E-MAIL:szss20@163.com




