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1. Purpose, Scope 

The new thermopile infrared sensor from Heimann Sensor, comprising a new type CMOS 
compatible sensor chip plus a thermistor reference chip, features good sensitivity, small 
temperature coefficient of sensitivity as well as high reproducibility and reliability. 

The sensor will be available in standard transistor outline packages in different sizes, 
equipped with different IR transmitting filter windows.  

 
2. Absolute Maximum Ratings 

 Parameter Symbol Limits Units Conditions 

  Min Typ. Max   

storage temperature  -40  120 °C  

operating temperature  -20  120 °C  

 
3. General and Electrical Parameter Thermopile 

Parameter Symbol Limits Units Conditions 

  Min Typ. Max   

element size   1.2*1.2  mm2 absorbing area 

resistance RTP 69 84 112 kΩ -40°C to 100°C 

TC of resistance   0.02  %/K 25°C 

signal voltage for 
channel 1, F3.91 VS  50  µV 

Heimann Sensor test 
set-up “F1”: IR source, 
6V, 2Hz, distance 11mm 

signal voltage for 
channel 2, F4.64 VS  80  µV 

Heimann Sensor test 
set-up “F1”: IR source, 
6V, 2Hz, distance 11mm 

signal voltage for 
channel 3, F3.40 VS  70  µV 

Heimann Sensor test 
set-up “F1”: IR source, 
6V, 2Hz, distance 11mm 

signal voltage for 
channel 4, F4.43 VS  50  µV 

Heimann Sensor test 
set-up “F1”: IR source, 
6V, 2Hz, distance 11mm 

noise voltage VRMS  37  nV/√Hz r.m.s., 25°C 

time constant τ  10 13 ms  
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4. General and Electrical Parameter Thermistor 

Type Thermistor 100kΩ 

Parameter Symbol Limits Units Conditions 

  Min Typ. Max   

resistance RTH 95 100 105 kΩ 25°C 

BETA-value β 3900 3940 3980 K 25°C/50°C 
 

T / °C Rth_min / Ohm Rth_nom / Ohm Rth_max / Ohm 

-30 1557900 1655000 1753100 

-25 1163320 1234000 1306680 

-20 875826 928700 981974 

-15 665010 704500 744190 

-10 508730 538500 568370 

-5 392108 414600 437292 

0 304466 321700 338934 

5 238072 251400 264728 

10 187444 197800 208056 

15 148568 156600 164632 

20 118404 124800 131096 

25 95000 100000 105000 

30 76537 80630 84713 

35 62032 65380 68738 

40 50543 53310 56077 

45 41386 43680 45984 

50 34070 35980 37890 

55 28174 29770 31366 

60 23405 24750 26095 

65 19536 20670 21804 

70 16383 17340 18297 

75 13788 14600 15422 

80 11653 12350 13047 

85 9890 10480 11080 

90 8421 8930 9444 

95 7197 7635 8076 

100 6172 6551 6935 
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5. Filter Characteristics 

 Filter F3.91 (F1) 
Parameter Limits Units Conditions 
 Min Typ. Max   
Center wavelength (CWL) 3.83 3.91 3.99 µm  
Half power bandwidth (HPB) 70 90 110 nm  
HPB/CWL  2.3  %  
Peak transmittance 76   %  
Blocking  Taverage < 0.1%  % from UV to band pass 
  Tpeak < 1%  % from UV to band pass 
  Tpeak < 1%  % from band pass to 8µm 
 

 Filter F4.64 (F2) 
Parameter Limits Units Conditions 
 Min Typ. Max   
Center wavelength (CWL) 4.595 4.64 4.685 µm  
Half power bandwidth (HPB) 160 180 200 nm  
HPB/CWL  3.9  %  
Peak transmittance 73   %  
Blocking  Taverage < 0.1%  % from UV to band pass 
  Tpeak < 1%  % from UV to band pass 
  Tpeak < 1%  % from band pass to 8µm 
 

 Filter F3.40 (F3) 
Parameter Limits Units Conditions 
 Min Typ. Max   
Center wavelength (CWL) 3.34 3.375 3.41 µm  
Half power bandwidth (HPB) 180 190 200 nm  
HPB/CWL  5.6  %  
Peak transmittance 70   %  
Blocking  Taverage < 0.1%  % from UV to band pass 
  Tpeak < 1%  % from UV to band pass 
  Tpeak < 1%  % from band pass to 8µm 
 

 Filter F4.43 (F4) 
Parameter Limits Units Conditions 
 Min Typ. Max   
Center wavelength (CWL) 4.385 4.43 4.475 µm  
Half power bandwidth (HPB) 55 60 65 nm  
HPB/CWL  1.4  %  
Peak transmittance 70   %  
Blocking  Taverage < 0.1%  % from UV to band pass 
  Tpeak < 1%  % from UV to band pass 
  Tpeak < 1%  % from band pass to 10.5µm 
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6. Drawing and Pin Assignment 

 
 
7. Liability 

Changes or modifications at the product which haven't influence to the performance 
and/or quality of the device haven't to be announced to the customers in advance. 
Customers are requested to consult with Heimann Sensor representatives before the 
use of Heimann Sensor products in special applications where failure or abnormal 
operation may directly affect human lives or cause physical injury or property 
damage. The company or their representatives will not be responsible for damage 
arising from such use without prior approval. 



 SUNSTAR实业集团是集研发、生产、工程、销售、代理经销 、技术咨询、信息服务等为一体的高科技企

业，是专业高科技电子产品生产厂家，是具有 10 多年历史的专业电子元器件供应商，是中国最早和最大的

仓储式连锁规模经营大型综合电子零部件代理分销商之一,是一家专业代理和分銷世界各大品牌IC芯片和

電子元器件的连锁经营綜合性国际公司。在香港、北京、深圳、上海、西安、成都等全国主要电子市场设

有直属分公司和产品展示展销窗口门市部专卖店及代理分销商，已在全国范围内建成强大统一的供货和代

理分销网络。 我们专业代理经销、开发生产电子元器件、集成电路、传感器、微波光电元器件、工控机

/DOC/DOM电子盘、专用电路、单片机开发、MCU/DSP/ARM/FPGA软件硬件、二极管、三极管、模块等，

是您可靠的一站式现货配套供应商、方案提供商、部件功能模块开发配套商。专业以现代信息产业（计算

机、通讯及传感器）三大支柱之一的传感器为主营业务，专业经营各类传感器的代理、销售生产、网络信

息、科技图书资料及配套产品设计、工程开发。我们的专业网站——中国传感器科技信息网（全球传感器

数据库） www.SENSOR-IC.COM 服务于全球高科技生产商及贸易商，为企业科技产品开发提供技术交流

平台。欢迎各厂商互通有无、交换信息、交换链接、发布寻求代理信息。欢迎国外高科技传感器、变送器、

执行器、自动控制产品厂商介绍产品到 中国，共同开拓市场。本网站是关于各种传感器-变送器-仪器仪表

及工业自动化大型专业网站,深入到工业控制、系统工程计 测计量、自动化、安防报警、消费电子等众多

领域，把最新的传感器-变送器-仪器仪表买卖信息,最新技术供求,最新采购商,行业动态，发展方向，最新

的技术应用和市场资讯及时的传递给广大科技开发、科学研究、产品设计人员。本网站已成功为石油、化

工、电力、医药、生物、航空、航天、国防、能源、冶金、电子、工业、农业、交通、汽车、矿山、煤炭、

纺织、信息、通信、IT、安防、环保、印刷、科研、气象、仪器仪表等领域从事科学研究、产品设计、开

发、生产制造的科技人员、管理人员 、和采购人员提供满意服务。 我公司专业开发生产、代理、经销、

销售各种传感器、变送器、敏感元器件、开关、执行器、仪器仪表、自动化控制系统： 专门从事设计、生

产、销售各种传感器、变送器、各种测控仪表、热工仪表、现场控制器、计算机控制系统、数据采集系统、

各类环境监控系统、专用控制系统应用软件以及嵌入式系统开发及应用等工作。如热敏电阻、压敏电阻、

温度传感器、温度变送器、湿度传感器、 湿度变送器、气体传感器、 气体变送器、压力传感器、 压力变

送、称重传感器、物（液）位传感器、物（液）位变送器、流量传感器、 流量变送器、电流（压）传感器、

溶氧传感器、霍尔传感器 、图像传感器、超声波传感器、位移传感器、速度传感器、加速度传感器、扭距

传感器、红外传感器、紫外传感器、 火焰传感器、激光传感器、振动传感器、轴角传感器、光电传感器、

接近传感器、干簧管传感器、继电器传感器、微型电泵、磁敏（阻）传感器 、压力开关、接近开关、光电

开关、色标传感器、光纤传感器、齿轮测速传感器、 时间继电器、计数器、计米器、温控仪、固态继电器、

调压模块、电磁铁、电压表、电流表等特殊传感器 。 同时承接传感器应用电路、产品设计和自动化工程

项目。 

欢迎索取免费详细资料、设计指南和光盘 ；产品凡多，未能尽录，欢迎来电查询。 

更多产品请看本公司产品专用销售网站: 

中国传感器科技信息网：http://www.sensor-ic.com/工控安防网：http://www.pc-ps.net/ 

电子元器件网：http://www.sunstare.com/微波光电产品网:HTTP://www.rfoe.net/ 

消费电子产品网://www.icasic.com/军工产品网:http://www.junpinic.com/ 

实业科技产品网://www.sunstars.cn/传感器销售热线：  

    电话：0755-83607652 83376489 83376549 83370250   83370251    

    传真：0755-83376182  （0）13902971329  MSN: SUNS8888@hotmail.com 

    邮编：518033   E-mail:szss20@163.com     QQ: 195847376  

    技术支持: 0755-83394033 13501568376 

http://www.sensor-ic.com/
http://www.sensor-ic.com/
http://www.sensor-ic.com/
http://www.sensor-ic.com/
http://www.sensor-ic.com/
http://www.sensor-ic.com/
http://www.sensor-ic.com/
http://www.pc-ps.net/
http://www.sunstare.com/
http://www.rfoe.net/
http://www.icasic.com/
http://www.junpinic.com/
http://www.sunstars.cn/
mailto:suns8888@hotmail.com
mailto:szss20@163.com

