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www.perkinelmer.com/opto

Europe:
PerkinElmer Optoelectronics GmbH
Wenzel Jaksch Str 31
Wiesbaden / Germany
Phone +49(0)611 492 0
Fax      +49(0)611 492 170

USA:
PerkinElmer Optoelectronics
2175 Mission Colledge Blvd
Santa Clara, CA 95054
Phone  +408 565 0830
Fax       +408 565 0703

Asia:
PerkinElmer Optoelectronics
47, Ayer Rajah Crescent #06-12
Singapore     139947
Phone +65 775 2022
Fax      +65 775 1008
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Quad Thermopile         TPS 4339Quad Thermopile         TPS 4339Quad Thermopile         TPS 4339Quad Thermopile         TPS 4339Quad Thermopile         TPS 4339

Dimensions in mm

Four individual thermopiles with different infrared bandpass
filters in TO 5 housing for NDIR gas sensing � up to 4 gases
possible

Thermistor temperature reference included

Internal aperture to avoid cross talk

Standard gas filter sets for reference, CO, hydrocarbon, CO2

.
The quad thermopile sensor consists of four single thermopile chips mounted in a TO 5
housing with a thermistor as temperature reference. The window size is 1.5 x 1.5 mm2

each. Due to the overall small sensor size the construction of a very compact equipment
becomes possible.

Applications in automotive exhaust gas control, multiple gas detection for the safety product
market or air quality monitoring

For further information please refer to the TPS 4339 product note
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Thermopile Infrared Detectors
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Lighting     |     Imaging     |     Telecom

SPT 9334

x4 7.0x7.0 mm 2 aeragnibrosba

5.1x5.1 mm 2 lennahchcae

57 W/V retlifo/wBBK005

57 kW

12 /Vn Ö zH K003.s.m.r

82.0 /Wn Ö zH retlifo/wBBK005

6.1 x 01 8 mc Ö W/zH retlifo/wBBK005

20.0 K/%

20.0 K/%

52 sm

04- 001 C° tnenamrepnon

04- 001 C° tnenamrepnon

001 kW C°52

4693 K C°001/C°52

x4 06 ° stniop%05ta

SUNSTAR传感与控制 http://www.sensor-ic.com/ TEL:0755-83376549 FAX:0755-83376182 E-MAIL:szss20@163.com

SUNSTAR自动化 http://www.sensor-ic.com/ TEL: 0755-83376489 FAX:0755-83376182 E-MAIL:szss20@163.com




