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Ø0.018±0.004

Cathode

Anode45°

0.0150

0.020 Max

Ø0.232±0.01

Ø0.320±0.01

0.140±0.008 0.530±0.3

0.035±0.004

0.032±0.004

Ø0.200

Ø0.07±0.02

Ø0.360±0.01

  TO39 with Flat Window 

All dimensions are labeled in inches.  Dimensions without tolerances are nominal. 
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Case 

Top View Side View 
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Ø0.25±0.01

0.33±0.01

0.030±0.005

0.35±0.05

Ø0.360±0.01

Ø0.07±0.02

Ø0.200

0.032±0.004

0.035±0.004

0.53±0.3

0.020 Max

45° Anode

Cathode

Ø0.018±0.004

  TO39 with Ball Lens 

All dimensions are labeled in inches.  Dimensions without tolerances are nominal. 
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  TO39 with Hemispherical Lens 

All dimensions are labeled in inches.  Dimensions without tolerances are nominal. 

Ø0.25±0.1

Ø0.328±0.004

0.03±0.005

0.33±0.02

Ø0.018±0.004

Cathode

Anode45°

0.020 Max

0.530±0.3

0.035±0.004

0.032±0.004

Ø0.200

Ø0.07±0.02

Ø0.360±0.01

Cathode 

Anode 

Case 

Top View Side View 
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  TO39 with Tall Flat Window 

All dimensions are labeled in inches.  Dimensions without tolerances are nominal. 

0.260±0.01

Ø0.255 ±0.005
Ø0.018±0.004

Cathode

Anode45°

0.020 Max

0.530±0.3

0.035±0.004

0.032±0.004

Ø0.200

Ø0.069±0.02

Ø0.360±0.01

0.03±0.005

0.326±0.01

Cathode 

Anode 

Case 

Top View Side View 
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