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The Leader in Force Measurement

Model DMA DIN Rail Mount Signal Conditioner

• User selectable analog output ±10V, ±5V,
4-20 mA

• 10-28 VDC power
• Selectable full scale input range 5 to 50 mV
• DIN Rail Mountable

POWER
DC ............................................10-28 VDC
EXCITATION
Voltage ....................................5 or 10 VDC
Current ....................................30 mA Max
PERFORMANCE
Output 1....................................±5V or ±10V Full Scale 

Bipolar, jumper selectable
Output 2....................................4-20 mA Full Scale Unipolar
Input Range ..............................5 to 50 mV FS 

coarse and fine adjust
Dynamic Response ..................DC to 1000 Hz 
Zero Offset Range ....................±50% FS Output

Course and fine adjust 
Nonlinearity ..............................0.01% FS
Span Temp. Coefficient ............0.004%/°F Max
Zero Temp. Coefficient ..............0.5 µV/°F Max
ENVIRONMENTAL
Operating Temp. ......................+32°F to +158°F
Dimensions ..............................0.70 in X 3.90 in X 2.30 in
Mounting..................................35mm DIN Rail

SPECIFICATIONS

SUNSTAR传感与控制 http://www.sensor-ic.com/ TEL:0755-83376549 FAX:0755-83376182 E-MAIL:szss20@163.com

SUNSTAR自动化 http://www.sensor-ic.com/ TEL: 0755-83376489 FAX:0755-83376182 E-MAIL:szss20@163.com




