
 
 
 
 
 
 
 
 

SPECIFICATIONS 
（Humidity sensor NHS-20）  

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Nemoto & Co.,Ltd. 
4-10-9 Takaido-Higashi Suginami-ku Tokyo 
168-0072 Japan 
TEL 81-03-3333-7341    
FAX 81-03-3333-7344 

 
 
 
 

0 

SUNSTAR传感与控制 http://www.sensor-ic.com/ TEL:0755-83376549 FAX:0755-83376182 E-MAIL:szss20@163.com

SUNSTAR自动化 http://www.sensor-ic.com/ TEL: 0755-83376489 FAX:0755-83376182 E-MAIL:szss20@163.com



1.Application 
 
This specifications is to be applied to Nemoto humidity NHS-20 
 
2.Ratings 
 
  Supply voltage   Less than AC1.5V 
     AC1.0V is recommended. 
 
  Wave shape    Sine or square wave shape. 
 
  Frequency    500 －  2,000Hz 
     1kHz is recommended. 
 
  Power consumption  Less than 2mW 
     (when 1.0V is supplied.) 
 
  Humidity range   20－95%RH(in operation) 
     10－95%RH(in storage) 
     (without dew condensation) 
 
  Temperature range  0－60℃(in operation) 
     -20－70℃(in storage) 
 
3.Sensitivity Characteristics 
 
  Guaranteed impedance  20kΩ at 25℃ ,60±5%RH 
 
  Humidity characteristics  See attached figure 1. 
 

Typical humidity sensor    
Characteristics    See attached table 1. 
 

  Response characteristics  See attached figure 2. 
 
  Hysteresis    See attached figure 3. 
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4.Appearance and dimensions 
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Case material ABS resin 
Case color Dark blue 
Lead frame Phosphor bronze(Sn plated) 
Weight ０．３３ｇ(approx.) 

 
 
5.Mechanical durability 
 
Drop test (Dropped onto wooden plate from a height of 1m, 3 
times) 

Passed 

Vibration test (Amplitude of 5mm, X, Y, Z directions, 10Hz for 
20 min. 

Passed 

Tensile strength of lead wire 
(Pulled with 1kg load for 10 sec.) 

Passed 

Lead wire bending test (lead wire was bended to 90 degrees 
with 250g load, and bended again to opposite direction.) 

Passed 
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6.Reliability 1 (Temperature and humidity test)  
 
Sensors were tested/stored in the conditions described below respectively,  
and the humidity characteristics at 25℃ ,60%RH before test and after test 
were inspected, and described in the following table. 
 

Test conditions Variation 

1 Sensors are stored in high temperature(80℃) for 1,000 hrs. ＜±5%RH 

2 Sensors are stored in low temperature(-20℃) for 1,000 hrs. ＜±5%RH 

3 Sensors are stored in high temperature and high humidity 
(50℃,90%RH) for 1,000 hrs. ＜±5%RH 

4 Sensors are stored in low humidity (25℃, less than 15%RH) for 
1,000 hrs. ＜±5%RH 

5 Sensors are energized in high temperature(80℃) for 1,000 hrs. 
Supply voltage is AC1.0V, 1kHz. ＜±5%RH 

6 Sensors are energized in high temperature and high humidity 
(50℃,90%RH) for 1,000 hrs.  Supply voltage is AC1.0V, 1kHz. ＜±5%RH 

 
7.Reliability 2 (Organic solvent vapor, corrosive gases) 
 

Test conditions Variation 

1 Methanol (Conc. 1%, 100 hrs.) ＜±5%RH 

2 Ethanol (Conc. 1%, 100 hrs.) ＜±5%RH 

3 Ammonia (Conc. 1%, 100 hrs.) ＜±5%RH 

4 Acetic acid (Conc. 1%, 100 hrs.) ＜±5%RH 

5 Mixed solvents (Benzene 3 : Toluene 3 : Xylene 4, saturated 100 
hrs.) ＜±5%RH 

6 H2S (Conc. 200ppm, 20 hrs.) ＜±5%RH 

7 Acetone (Conc. 1%, 100 hrs.) ＜±5%RH 

8 SO2 (Conc. 200ppm, 20 hrs.) ＜±5%RH 

9 Cigarette Smoke (2 pcs. / 18 litter, 25 hrs × 2 times) ＜±5%RH 
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8.Remarks 
 
＊  Keep rated conditions. 
＊  Do not disassemble sensor. 
＊ Do not supply direct current to sensor. 
＊ Do not spray water, any organic solvents, oils and etc. directly to element. 
＊  Prevent sensor from corrosive gases and high concentration of organic  
＊  solvent vapor. 
＊  Sensor is durable enough under high temperature /  humidity or dew  
＊  condensation conditions, but storage for an exceedingly long time under  
＊  too severe conditions may cause improper functions. 
＊  Polymeric humidity sensing layer may be damaged at 100℃  or more. 
   Refrain from using re-flow soldering systems. 
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Fig. 1 :  Sensitivity Characteristics 
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ＡＣ ： 1V 1kHz UNIT ： kΩ

５℃ １０℃ １５℃ ２０℃ ２５℃ ３０℃ ３５℃ ４０℃ ４５℃ ５０℃

２０％ＲＨ １３４００ ８１１７ ５０７０ ３４６０ ２４７０ １７７０ １２８０ ８６９ ６３５ ４５８

２５％ＲＨ ３０００ ２１７０ １６５０ １２５０ ８９７ ６８３ ５１９ ３９２ ２９６ ２２９

３０％ＲＨ １２２０ ８８０ ６７７ ５４０ ４３０ ３３７ ２６６ ２０７ １６７ １２９

３５％ＲＨ ５５１ ４２３ ３３５ ２７６ ２２８ １８４ １５２ １１９ ８８．８ ６９．７

４０％ＲＨ ２８０ ２２８ １８６ １６０ １３４ １０４ ８３．４ ６７．４ ５４．５ ４３．２

４５％ＲＨ １６４ １３５ １０６ ８７．４ ７４．９ ６２．１ ５１．１ ４２．１ ３５．４ ２７．９

５０％ＲＨ ８８．７ ７４．４ ６２．３ ５３．６ ４６．２ ３８．７ ３２．５ ２７．３ ２２．８ １８．７

５５％ＲＨ ５４．８ ４６．１ ３８．９ ３４．１ ２９．６ ２５．０ ２１．７ １８．６ １５．９ １３．１

６０％ＲＨ ３４．３ ２９．２ ２５．５ ２２．５ １９．７ １７．５ １５．２ １２．９ １０．４ ８．４８

６５％ＲＨ ２２．０ １９．１ １７．０ １５．３ １３．７ １１．６ ９．５５ ８．２６ ６．９７ ５．９２

７０％ＲＨ １４．９ １２．９ １０．９ ９．５３ ８．５１ ７．４９ ６．７９ ５．７４ ４．９０ ４．１６

７５％ＲＨ ９．２５ ８．２１ ７．２０ ６．５７ ６．００ ５．３０ ４．６６ ４．０６ ３．５４ ２．９９

８０％ＲＨ ６．４４ ５．７３ ５．０７ ４．６６ ４．２７ ３．８１ ３．３９ ２．９６ ２．６４ ２．２８

８５％ＲＨ ４．５８ ４．０９ ３．６９ ３．４０ ３．１２ ２．８３ ２．５６ ２．２８ １．９８ １．７７

９０％ＲＨ ３．３５ ３．０２ ２．７９ ２．５９ ２．４１ ２．１７ １．９５ １．７９ １．６３ １．４５

９５％ＲＨ ２．５３ ２．３４ ２．１５ １．９８ １．８７ １．７３ １．５９ １．４７ １．３４ １．２１

 
 
 

Tab. 1 :  Typical humidity sensor Characteristics 
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Fig. 2 :  Response Characteristics 
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Fig. 3 :  Hysteresis Loop 
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 SUNSTAR商斯达实业集团是集研发、生产、工程、销售、代理经销 、技术咨询、信息服务等为一体的高

科技企业，是专业高科技电子产品生产厂家，是具有 10 多年历史的专业电子元器件供应商，是中国最早和

最大的仓储式连锁规模经营大型综合电子零部件代理分销商之一,是一家专业代理和分銷世界各大品牌IC
芯片和電子元器件的连锁经营綜合性国际公司。在香港、北京、深圳、上海、西安、成都等全国主要电子

市场设有直属分公司和产品展示展销窗口门市部专卖店及代理分销商，已在全国范围内建成强大统一的供

货和代理分销网络。 我们专业代理经销、开发生产电子元器件、集成电路、传感器、微波光电元器件、工

控机/DOC/DOM电子盘、专用电路、单片机开发、MCU/DSP/ARM/FPGA软件硬件、二极管、三极管、模

块等，是您可靠的一站式现货配套供应商、方案提供商、部件功能模块开发配套商。专业以现代信息产业

（计算机、通讯及传感器）三大支柱之一的传感器为主营业务，专业经营各类传感器的代理、销售生产、

网络信息、科技图书资料及配套产品设计、工程开发。我们的专业网站——中国传感器科技信息网（全球

传感器数据库） www.SENSOR-IC.COM 服务于全球高科技生产商及贸易商，为企业科技产品开发提供技

术交流平台。欢迎各厂商互通有无、交换信息、交换链接、发布寻求代理信息。欢迎国外高科技传感器、

变送器、执行器、自动控制产品厂商介绍产品到 中国，共同开拓市场。本网站是关于各种传感器-变送器-

仪器仪表及工业自动化大型专业网站,深入到工业控制、系统工程计 测计量、自动化、安防报警、消费电

子等众多领域，把最新的传感器-变送器-仪器仪表买卖信息,最新技术供求,最新采购商,行业动态，发展方

向，最新的技术应用和市场资讯及时的传递给广大科技开发、科学研究、产品设计人员。本网站已成功为

石油、化工、电力、医药、生物、航空、航天、国防、能源、冶金、电子、工业、农业、交通、汽车、矿

山、煤炭、纺织、信息、通信、IT、安防、环保、印刷、科研、气象、仪器仪表等领域从事科学研究、产

品设计、开发、生产制造的科技人员、管理人员 、和采购人员提供满意服务。 我公司专业开发生产、代

理、经销、销售各种传感器、变送器、敏感元器件、开关、执行器、仪器仪表、自动化控制系统： 专门从

事设计、生产、销售各种传感器、变送器、各种测控仪表、热工仪表、现场控制器、计算机控制系统、数

据采集系统、各类环境监控系统、专用控制系统应用软件以及嵌入式系统开发及应用等工作。如热敏电阻、

压敏电阻、温度传感器、温度变送器、湿度传感器、 湿度变送器、气体传感器、 气体变送器、压力传感

器、 压力变送、称重传感器、物（液）位传感器、物（液）位变送器、流量传感器、 流量变送器、电流

（压）传感器、溶氧传感器、霍尔传感器 、图像传感器、超声波传感器、位移传感器、速度传感器、加速

度传感器、扭距传感器、红外传感器、紫外传感器、 火焰传感器、激光传感器、振动传感器、轴角传感器、

光电传感器、接近传感器、干簧管传感器、继电器传感器、微型电泵、磁敏（阻）传感器 、压力开关、接

近开关、光电开关、色标传感器、光纤传感器、齿轮测速传感器、 时间继电器、计数器、计米器、温控仪、

固态继电器、调压模块、电磁铁、电压表、电流表等特殊传感器 。 同时承接传感器应用电路、产品设计

和自动化工程项目。 

更多产品请看本公司产品专用销售网站: 

商斯达中国传感器科技信息网：http://www.sensor-ic.com/

商斯达工控安防网：http://www.pc-ps.net/

商斯达电子 元器件网：http://www.sunstare.com/

商斯达微波光电产品网:HTTP://www.rfoe.net/

商斯达消费电子产品网://www.icasic.com/

商斯达军工产品网:http://www.junpinic.com/

商斯达实业科技产品网://www.sunstars.cn/传感器销售热线： 

    地址：深圳市福田区福华路福庆街鸿图大厦 1602 室 

    电话：0755-83607652 83376489 83376549 83370250   83370251   82500323 

    传真：0755-83376182  （0）13902971329  MSN: SUNS8888@hotmail.com

    邮编：518033   E-mail:szss20@163.com     QQ: 195847376 

    深圳赛格展销部：深圳华强北路赛格电子市场 2583 号 电话：0755-83665529   25059422 

    技术支持: 0755-83394033 13501568376 

欢迎索取免费详细资料、设计指南和光盘 ；产品凡多，未能尽录，欢迎来电查询。 
    北京分公司：北京海淀区知春路 132 号中发电子大厦 3097 号 
               TEL：010-81159046  82615020  13501189838  FAX：010-62543996   
    上海分公司：上海市北京东路 668 号上海賽格电子市场 D125 号  
               TEL：021-28311762  56703037  13701955389  FAX：021-56703037 
    西安分公司：西安高新开发区 20 所(中国电子科技集团导航技术研究所)   
           西安劳动南路 88 号电子商城二楼 D23 号   

            TEL：029-81022619  13072977981  FAX:029-88789382 
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