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Electrical Characteristics:
Nominal Impedance: 500
Velocity of Propagation: 88.5"10
Effective Dielectric Constant: 1,28
Time Delay: 1.15 ns/ft
Shielding Effectiveness: -90 dBc min.
Dielectric Withstanding Voltage: 3.0 KV

(@ 60 Hz. Sea Level/25°q
Nominal Capacitance: 25 pF/tt
Maximum VSWR:

Precision Straight connectors:
DC - <4 GHz 1.10:1
4GHz-<8GHz 1.15:1
8 GHz - 18 GHz 1.25: 1

Non-Precision or Angle connectors:
DC - <4 GHz 1.20:1
4 GHz - <8 GHz 1.30:1
8 GHz - 18 GHz 1.40: 1

Maximum Frequency: 18 GHz
For phase and other electrical charaetenstlcs. please
consult the appropriate section of catalog.

r JACKET (IF REQUIRED)r BRAID (OPTIONAL)

I

Optional Jacketing and Braid'
POlyolefin per MIL-I-23053/5: 0.420" max. O.D.
Neoprene per MIL-I-23053/1: 0.450" max. OD.
FEPper MIL-I-23053/l1: 0.405" max. OD.
Braid: Bronze per UNSC22000. 0.420" max. O.D.
Others available. please consult factory.

Physical Characteristics:
Center Conductor: Solid SPC per ASTM-B298
Dielectric: PTFEper L-P-403
Outer Conductor: Strip wound oxygen free

0.375" max. OD.
Minimum Internal Bend Radius: 1.5 inches
Operating Temperature: -60°C to + 175°C
Weight per Foot (unjacketed): 0.107 Ibs
Connector Interface: Per MIL-C-39012

\. LCENTER C()Nf).

\
\. DIELECTRIC

\
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OUTERCO~TIUCTOR ~

Maximum Typical Precision Non Precision
Frequency Insertion Insertion Connector Connector

Loss Loss Loss Loss
(GHz) (dB/tt) (dB/tt) (dB) (dB)
0.04 0.008 0.006 0.01 0.02
0.10 0.016 0.014 0.02 0.03
0.30 0.021 0.018 0.02 0.03
0.50 0.035 0.032 0.02 0.03
1.0 0.055 0.048 0.02 0.03
2.0 0.075 0.064 0.03 0.05
3.0 0.095 . 0.082 0.04 0.06
4.0 0.110 0.096 0.04 0.06
5.0 0.125 0.109 0.05 0.08
6.0 0.135 0.120 0.06 0.09
7.0 0.150 0.133 0.06 0.09
8.0 0.160 0.143 0.07 0.11
9.0 0.170 0.154

.
0.07 0.11

10.0 0.180 0.162 0.08 0.12
11,0 0.190 0.170 0.08 0.12
12.0 0.200 0.183 0.08 0.12
13.0 0.210 0.188 0.09 0.14
14.0 0.220 0.198 0.09 0.14
15.0 0.225 0.204 0.10 0.15
16.0 0.235 0.212 0.10 0.15
17.0 0.245 0.220 0.11 0.17
18.0 0.250 0.230 0.11 0.17

Page 8

mailto:sales@tlexcoMW.com
http://www.FlexcoMW.com

	page1
	titles
	FLEXible COaxial Cab."e ~_sse:::bjjes to 40 GHz 
	Product Do~c Guide 
	Flexeo Microwave, Inc. 

	images
	image1


	page2
	images
	image1


	page3
	titles
	Flexco Microwave, Inc. 
	Product Data Guide 
	~~~~1;~ 
	4 NEW Super Low Loss Designs! 
	OTHER SPECIFICAnONS 
	ORDERING INFORMAnON 


	page4
	images
	image1


	page5
	titles
	Contact Flexco Microwave at 800-84-FLEXC or www.FlexcoMW.com 

	images
	image1
	image2
	image3
	image4


	page6
	titles
	- 
	TEST & MEASUREMENT CABLES 
	PRODUCTION • LAB • BENCH • FIELD 
	I 
	'195 Flexible Test Cable/Phase Stable to 26.5 GHz 
	Phase vs. Flexure 
	Amplitude vs. Flexure 
	~o 
	Contact Flexco Microwave at 800-84-FLEXC or www.FlexcoMW.com 

	images
	image1

	tables
	table1
	table2
	table3


	page7
	titles
	'182 Flexible Test Cable/Phase Stable to 40 GHz 
	@o 
	o 
	'105 Flexible Test Cable/Phase & Temp. Stable to 28 GHz 
	@o 
	Contact Flexco Microwave at 800-84-FLEXC or www.FlexcoMW.com 

	images
	image1

	tables
	table1
	table2
	table3
	table4
	table5


	page8
	titles
	'--::,~~_~_.n ~_ ~ 
	NEW! FC 1 05 Flexible Coaxial Cable 
	Frequency VS. Attenuation 
	" / 
	~_~~«~<;!lllll§~~' ---=~ 
	\ 

	images
	image1

	tables
	table1
	table2


	page9
	titles
	-~ ~ 
	MICRO WA VE IXC. 
	NEW! FCl02 Flexible Coaxial Cable 
	Frequency VS. A1tenuation 
	Frequency (GHz) 
	Electrical Characteristics: 
	Velocity of Propagation: 8.3.5% 
	Dielectric VVithsianding Vooo2S: .3.: ~ • 
	4 GHz - <8 GHz I. I~:. 
	Maximum Frequercy: : :, G'-2 
	New Products, Page 1 B 
	Physical Characteristics: 
	Dielectric: 2<;::>c:1..--B,:::; ?:== 
	Optional Jacketing and Braid: 

	images
	image1
	image2

	tables
	table1
	table2
	table3


	page10
	titles
	NTC 795 VANA Test Cable 
	)\ FLEX"50 
	I 
	Electrical Characteristics: 
	Physical Characteristics: 
	" 
	" 
	A vailable Connectors: 

	images
	image1
	image2

	tables
	table1
	table2
	table3


	page11
	titles
	/I FLEK~ 
	NTC 1 82 VANA Test Cable 
	'. 
	-4 m- -r-t-1i-+-t-j-' 
	Electrical Characteristics: 
	Physical Characteristics: 
	. '-i-rTT-'TIT"I-T-ri I I 
	:::C _ +''-'1-'-1- .LfMOYEMENT - L 
	.05 -+ _, /' . 
	A vailable Connectors: 

	images
	image1
	image2
	image3
	image4


	page12
	titles
	(X)FLEK~ 
	FC 795 Flexible Coaxial Cable 
	Frequency VS. Attenuation 
	I 
	I -~;<6~;::!t;~m~~1 ~. , ~ 

	images
	image1

	tables
	table1
	table2


	page13
	titles
	Flexco Microwave, Inc. 
	~~' ~ 
	,/~) FLEXCD 
	. Al ICRO WA VE INC. 
	FC895 Flexible Coaxial Cable 
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	Maximum Values: 
	Electrical Characteristics: 
	Nominal Impedance: 50D 
	Velocity of Propagation: 83 % 
	Effective Dielectric Constant: 1.44 
	Time Delay: 1.22 ns/ft 
	Shielding Effectiveness: -90 dBc min. 
	Dielectric Withstanding Voltage: 3.0 KV 
	Nominal Capacitance: 24 pF/ft 
	Maximum VSWR: 
	Precision Straight connectors: 
	DC-<4GHz 1.10:1 
	4GHz-<8GHz 1.15:1 
	8 GHz - < 18 GHz 1.25: 1 
	18 GHz - 26.5 GHz 1.35: 1 
	Non-Precision or Angle connectors: 
	DC - <4 GHz 1.20:1 
	4 GHz - <8 GHz 1.30:1 
	8GHz- <18GHz 1.40:1 
	18 GHz - 26.5 GHz 1.50:1 
	Maximum Frequency: 26.5 GHz 
	FOl phase and other electrical characteristics, please 
	Page 5 
	~~~~m~~~t~~~~~ 
	}L~':L:D\llU~~ .. t~ , 
	Physical Characteristics: 
	Center Conductor: Stranded SPC per ASTM-B8 
	Dielectric: PTFE per L-P-403 
	Outer Conductor: Strip wound oxygen free 
	copper per 
	Minimum Internal Bend Radius: 0.5 inches 
	Operating Temperature: -60°C to + 175°C 
	Weight per Foot (unjacketed): 0.0401bs 
	Connector Interface: Per MIL-C-390l2 
	Optional Jacketing and Braid: 
	Polyolefin per MIL-I-23053/5: 0.260" max. 0.0. 
	Neoprene per MIL-I-23053/l : 0.290" max. 0.0. 
	FEP per MIL-I-23053/l1 : 0.250" max. 0.0. 
	Braid: Bronze per UNS C22000, 0.260" max. 0.0. 
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	FC 142 Flexible Coaxial Cable 
	Frequency VS. Attenuation 
	Electrical Characteristics: 
	Nominal Impedance: 50.0 
	Velocity of Propagation: 72.5% 
	Effective Dielectric Constant: 1 .90 
	Time Delay: 1 .4 ns/ft 
	Shielding Effectiveness: -90 dBc min. 
	Dielectric Withstanding Voltage: 3.0 KV 
	Nominal Capacitance: 28 pF/ft 
	Maximum VSWR: 
	Precision Straight connectors: 
	DC- <4GHz 1.10:1 
	4GHz-<8GHz 1.15:1 
	8 GHz - < 18 GHz 1,25: 1 
	18 GHz - <26.5 GHz 1.35:1 
	26,5 GHz - 40 GHz 1.45:1 
	Non-Precision or Angle connectors: 
	DC - <4 GHz 1.20:1 
	4 GHz - <8 GHz 1.30:1 
	8 GHz - < 18 GHz 1.40:1 
	18 GHz - 26.5 GHz 1.50: 1 
	Maximum Frequency: 50 GHz 
	For phose and other electrical characteristics. 
	Maximum Values: - 
	ical Values: 
	.20 
	.40 
	Optional Jacketing and Braid: 
	POlyolefin per MIL-I-23053/5: 0,250" max. 0.0. 
	Neoprene per MIL-I-23053/1 : 0.285" max, O,D, 
	FEP per MIL-I-23053/l1: 0.240" max, O.D. 
	Braid: Bronze per UNS C22000, 0.250" max. O,D. 
	L ~~~~. _J ,-\-_ C~TER 
	'\ 
	Physical Characteristics: 
	Center Conductor: Solid SPC per ASTM-B298 
	Dielectric: PTFE per l-P-403 
	Outer Conductor: Strip wound oxygen free 
	copper per UNS C10200, 0.210" max. O.D. 
	Minimum Internal Bend Radius: 0,5 inches 
	Operating Temperature: -60°C to + 175°C 
	Weight per Foot (unjacketed): 0.0401bs 
	Connector Interface: Per Mll-C-39012 
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	Frequency VS. Attenuation 
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	** - Includes precision connector losses 
	\ JACKET 
	DIELECTRI7 
	~ ~ YA7-~ 
	OUTER CONDUCTOR ~ / 
	/ 
	Electrical Characteristics: 
	Nominal Impedance: 50.0 
	Velocity of Propagation: 90 % 
	Effective Dielectric Constant: 1.23 
	Time Delay: 1 . 1 3 ns/ft 
	Shielding Effectiveness: -90 dBc min. 
	Dielectric Withstanding Voltage: 5.0 KV 
	(@ 60 Hz, Sea Level/25°C) 
	Nominal Capacitance: 24 pF/ft 
	Maximum Frequency: 9 GHz 
	Physical Characteristics: 
	Center Conductor: Cu clad aluminum wire 
	Per ASTM-B-566-72 
	Dielectric: Air with spiral wound polyethylene 
	Outer Conductor: Seamless, corrugated copper 
	0.484" O.D. nominal 
	Jacket Type: Polyethylene (Black) 
	Jacketed 0,0.: 0.585" a.D. nominal 
	Minimum Internal Bend Radius: 5.5 inches 
	Operating Temperature: -55°C to +80°C 
	Weight per foot: 0.182 Ibs. 
	Connector Interface: Per MIL-C-390l2 
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