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GE 

PDCR1830

mV PTX1830 mA

PDCR/PTX1830 GE 

 

GE 

kevlar

IP68 700

IEC61000-4-5

level 4

1

PDCR 1830(mV)

0.75 1.5mH2O 

3.5 7 10 15 20 35 50 70 100 150

200 350 600 mH2O

PTX 1830(mA)

0 ~ 0.75m 0 ~ 600mH2O

0 ~ 3.5m 0 ~ 600mH2O

GE 

ftH2O inH2O bar mbar

Psi kPa kg/cm2

1.5mH2O 8

1.5 ~ 3.5mH2O 6

3.5mH2O 4 1400mH2O

3.5mH2O 10

3.5mH2O 6 1400mH2O

200bar

PDCR 1830(mV)

10V 5mA

2.5 ~ 12V

PTX 1830(mA)

9 ~ 30V

9 ~ 28V 

VMIN 9V

VMIN= VSUP - 0.02 RLOOP

Vsup RLOOP

PDCR1830-10mS 

PTX1830-30mS

GE 

PDCR 1830

GE

GEg
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0.75mH2O: 25mV

1.5 3.5mH2O: 50mV

7 mH2O 100mV

PTX 1830

4 ~ 20mA

-PDCR1830

+3.5V ~ +9V

-PDCR1830

2kΩ

0.1% FS BSL

D 0.06% FS BSL 1 0.08%

PDCR 1830

1.5mV 

3mV

PTX 1830: 

0.05mA 

0.1% FS/

-20 ~ +60

-2 ~ +30

3.5mH2O 0.3% FS TEB

3.5mH2O :   0.6% FS TEB

MIL-STD-810E,method514.4.Category 10min.

    Figure514.4-16

20g

    9ms 2000g 0.5ms

500V DC >100MΩ
500V a.c <5mA

EMC

CE . PTX1830: IEC61000-6-2:1999 10V/m

PDCR 1830

Ex94C2539 EEx 

ia IIC T4 80 29 .

PTX1830

BAS01 ATEX 1018X

EEx ia IIC T4 -40 < <80

300

M14 1.5

C

 G1/8 60

 G1/4 60

 1/4" NPT

 7/16 UNF to MS33656-4

6 Kevlar

54kg 700mH2O IP68

500 GE 

(A) PTX1830

IEC61000-4-5 level 4

(B)

(C)

(D)

0.06% FS BSL 1 0.08%

1830

STE 202-034-01

17.5mm DA2608-1-01

24.5mm DA4608-1-01

192-373-01

360 (DA4112-1-01) 

DA2536-1-01

GE

GEg
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105 approx

M14 x 1.5 exposed thread
with nose cone removed

M14 x 1.5 exposed thread
with nose cone removed

ø17.5

ø8 nominal

ø17.5

ø8 nominal

185 approx (240 with option A - Lightning Surge Arrestor)

DPI 515

/

RTX 1000 PTX 7500 DPI 610

UPS III 

DPI 280

GE

GEg

PDCR 1830 

    

    

    

    

PTX 1830 

    

    

mm

GE  

(1)  PDCR 1830 mV PTX 1830 mA

(2)  

(3)  

(4)  

(5)  

(6)  

CH-P-D-012-0506

800  915  9966  0411  8366  6489
1468 5    

021  6247 5363     200040     

http://www.gesensing.com.cn
http://www.gesensing.com

E - m a i l sensing.cn@ge.com
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