
205 Series OCXO - Hermetically Sealed Mini OCXO

Description
The 205 Series is the most compact OCXO in the
industry. The hermetically sealed package measures
only 0.815"L x 0.515"W x 0.394"H (20.7 x13.1 x
10.0mm). The 205 Series offers a thermal stability of
±3.5E-06 over 100˚C temperature range, warms up
in less than 5 minutes, and consumes less than 0.45W
at +25˚C, making it exceptional for battery powered
applications. Phase noise is -50dBc/Hz at 1 Hz
offset with a noise floor of -160dBc/Hz. Frequency
range is 8 MHz to 200MHz.

Features

• Low Phase Noise

• Low Power Consumption

• Compact Package

• Hermetically Sealed

Applications

• Mobile Radios

• PCS Systems

• Home Meter Reading

• Stratum III.5

• Battery Powered Applications
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205 Series Base Model Performance Guide

P e r f o r m a n c e  R a n g e

* Temperature Range is from -30°C to +70°C

Parameters Available Range
Frequency 8 MHz to 200 MHz
Thermal Stability ±1.00E-06 to ±7.00E-06
Operating Temperature -40°C to +85°C
Output +7dBm Sine
Supply Voltage +12 Volt
Tuning Voltage 0 to +10V (DC)

Two New Pasture Road • Newburyport MA 01950 • USA
Tel: 978.465.6064 • Fax: 978.465.6637 • www.mti-milliren.com

Design Note:
Base Models can be customized to your specifications
using the performance range for this series.

SUNSTAR微波光电 http://www.rfoe.net/ TEL:0755-83396822 FAX:0755-83376182 E-MAIL: szss20@163.com

SUNSTAR射频通信 http://www.rfoe.net/ TEL:0755-83397033 FAX:0755-83376182 E-MAIL: szss20@163.com



9

Phase Noise Thermal Stability
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205 Series: 100MHz AT Cut 205 Series: 100MHz AT Cut
Thermal Stability: -30oC to +70oC to -30oC in 10oC Steps
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BOTTOM VIEW

205 Interface Control Drawing
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