
10.000
10.000
13.000
13.000
16.384
16.384
20.000
20.000

Frequency
MHz

AT
SC
AT
SC
AT
SC
AT
SC

Crystal
Cut

2.00E-07
2.50E-08
5.00E-07
2.50E-08
5.00E-07
5.00E-08
5.00E-07
5.00E-08

Thermal
Stability*

Aging Rate
per Day

Aging Rate
per Year

Output Phase Noise @ offsets (dBc/Hz)
1Hz 10Hz 100Hz 1kHz 10kHz 100kHz

1.00E-09
5.00E-10
1.00E-09
5.00E-10
1.00E-09
7.00E-10
5.00E-09
1.00E-09

2.00E-07
1.00E-07
3.00E-07
1.00E-07
3.00E-07
1.00E-07
5.00E-07
3.00E-07

9dBm Sine
9dBm Sine
HCMOS

9dBm Sine
9dBm Sine
HCMOS

9dBm Sine
9dBm Sine

-75
-85
-65
-80
-65
-80
-55
-80

-105
-115
-95

-110
-95

-110
-85

-110

-135
-140
-120
-135
-120
-135
-115
-135

-145
-150
-145
-150
-140
-150
-140
-145

-155
-160
-155
-155
-155
-155
-150
-155

-155
-160
-155
-160
-155
-160
-150
-155

240 Series Base Model Performance Guide
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240 • 241 Series OCXO - Low Profile Package

Description
These product lines are the choice when a low profile
package for rack mounted or portable applications is
needed. Available with an AT or SC cut resonator the
240 and 241 Series rivals the performance of units with
much higher profiles.

Features

• STRATUM III, IIIe Performance

• Low Profile

• Low Phase Noise

Applications

• STRATUM III, IIIe Telephony

• VME/VXI

• PC Card Instrumentation

• Rack Mounted Applications

• VSAT

• INMARSAT

P e r f o r m a n c e  R a n g e
Parameters Available Range

Frequency 75 KHz to 30 MHz
Thermal Stability 1.00E-08 to 5.00E-07
Operating Temperature -40°C to +85°C
Output HCMOS/ACMOS

0 to +9dBm Sine
Supply Voltage +11 to +28V (DC)
Tuning Voltage -10 to +10V (DC)

Design Note:
Base Models can be customized to your specifications
using the performance range for this series.

* Temperature Range is from -30°C to +70°C

Two New Pasture Road • Newburyport MA 01950 • USA
Tel: 978.465.6064 • Fax: 978.465.6637 • www.mti-milliren.com
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1.00E-10
2.00E-11
1.00E-10
2.00E-11
1.00E-10
4.00E-11
1.00E-11
5.00E-11

Short Term
Stability

3.00E-08
3.00E-09
3.00E-08
3.00E-09
3.00E-08
3.00E-09
3.00E-08
5.00E-09

dF/dV

1.00E-08
1.00E-09
1.00E-08
1.00E-09
1.00E-08
1.00E-09
1.00E-08
5.00E-09

dF/dL Warm Up
Time (Min) dF/F

Warm Up
Power (W)

Tuning (Min) MTI
Model #

10
5
10
5
10
5
10
5

2.00E-08
2.00E-08
2.00E-08
2.00E-08
2.00E-08
2.00E-08
2.00E-08
2.00E-08

6.0
6.0
6.0
6.0
6.0
6.0
6.0
6.0

1.8
1.8
1.8
1.8
1.8
1.8
1.8
1.8

±5.00E-07
±3.00E-07
±5.00E-07
±3.00E-07
±5.00E-07
±1.20E-06
±1.00E-06
±5.00E-07

240-0501
240-0514
240-0564
241-0532
240-0526
241-0531
240-0526
241-0533

Continuous
Power (W) @25°C
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Phase Noise Thermal Stability

CL

CL

CL

NUM
1
2
3
4
5
6

FUNCTION
ELEC TUNING IN
REF VOLT OUT

RF OUTPUT
RF RET, GND

SUPPLY VOLTAGE
NC

0.52 (13.2)

1.065 (27.05)

1.50 (38.10)

1.50
(38.10)

0.798
(20.27)

1.065 (27.05)

0.532
(13.53)

0.532 (13.53)

.0.39 (9.9)

6X .040
(1.02)

FREQ ADJ

BOTTOM VIEW

CRYSTAL OSCILLATOR
MDL
FREQ
S.N.
P.N.
LDC

PIN ASSIGNMENTS
4
3
2

1

5

6

NUM
1
2
3
4
5

FUNCTION
RF RET, GND

ELEC TUNING IN
REF VOLT OUT

SUPPLY VOLTAGE
RF OUTPUT

PIN ASSIGNMENTS

0.53 (13.5)

0.4 (9)

2.00 (50.89)

BOTTOM VIEW

0.83 (21.0)

1.65 (42.0)

0.63 (16.0)

1.26 (32.0)

0.04 (1.0)
5 PLACES

CL

CL

1 2 3

5 4

CRYSTAL OSCILLATOR
MDL
FREQ
S.N.
P.N.
LDC

1.61 (41.0)

240 Interface Control Drawing 241 Interface Control Drawing
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240 Series: 10MHz SC Cut 240 Series: 10MHz SC Cut
Thermal Stability: -30oC to +70oC to -30oC in 10oC Steps

Time in Minutes
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